LEFT
QUARRY
GQUAR18X18
Slate Taupe 801656
18 in x 18 in x 2.5 mm

RIGHT
CORE
GCORE07X48
Iron Hickory 801641
7.244 in x 48 in x 2.5 mm
LEFT
QUARRY
GQUR18X18
Slate Grey 801642
18 in x 18 in x 2.5 mm

RIGHT
QUARRY
GQUR18X36
Glacier Ridge 801644
18 in x 36 in x 2.5 mm
LEFT
CORE
GCORE87X48
Vintage Ebony 801659
7.244 in x 48 in x 2.5 mm

RIGHT
QUARRY
GQUAR12X24
Concrete Charcoal 801658
12 in x 24 in x 2.5 mm
LEFT
CORE
GCORE#6X36
Bleached Oak 801651
6 in x 36 in x 2.5 mm

RIGHT
CORE
GCORE#7X48
Weathered Teak 801640
7.244 in x 48 in x 2.5 mm
The printed images may not be an accurate reproduction of the product's actual colorways. We strive to offer an authentic representation, but images may vary according to press run and location lighting. These images are intended as a guide only. If you would like a sample of this product, please call Customer Care at 800.423.4709.

Recommended Installation Methods

Squares - Install in a checkerboard pattern (90°)

Planks - Install in a stair step pattern

Available in Click tile

Weathered Teak 801640
Iron Hickory 801641
Slate Grey 801642
Zinc Ore 801643

Glacier Ridge 801644
Slate Beige 801645
Flint Rock 801646
Mocha Shale 801647

Graphite Maple 801648
Homestead 801649
Aged Maple 801650
Bleached Oak 801651

Natural Linen 801652
Tawny Flax 801653
Desert Stone 801654
Beach Stone 801655

Slate Taupe 801656
Concrete Java 801657
Concrete Charcoal 801658
Vintage Ebony 801659
ELEMENTS COLLECTION VOLUME TWO SPECIFICATIONS

<table>
<thead>
<tr>
<th>Style Name</th>
<th>CANVAS</th>
<th>CORE</th>
<th>CORE</th>
<th>CORE</th>
<th>QUARRY</th>
</tr>
</thead>
<tbody>
<tr>
<td>Style Number</td>
<td>GCANV19X19</td>
<td>GCORE06X36</td>
<td>GCORE07X48</td>
<td>GCOREMIX36</td>
<td>GQUAR12X24</td>
</tr>
<tr>
<td>Tile Size</td>
<td>19.69 in (50 cm) (w) x 19.69 in (50 cm) (l)</td>
<td>6 in (15.2 cm) (w) x 36 in (91.4 cm) (l)</td>
<td>7.244 in (18.4 cm) (w) x 48 in (121.9 cm) (l)</td>
<td>3/6/9 in (7.6/15.2/22.9 cm) (w) x 36 in (91.4 cm) (l)</td>
<td>12 in (30.5 cm) (w) x 24 in (61 cm) (l)</td>
</tr>
<tr>
<td>Gauge Total Thickness</td>
<td>0.1 in (2.5 mm)</td>
<td>0.1 in (2.5 mm)</td>
<td>0.1 in (2.5 mm)</td>
<td>0.1 in (2.5 mm)</td>
<td>0.1 in (2.5 mm)</td>
</tr>
<tr>
<td>Wear Layer Thickness</td>
<td>26 mil (0.7 mm)</td>
<td>26 mil (0.7 mm)</td>
<td>26 mil (0.7 mm)</td>
<td>26 mil (0.7 mm)</td>
<td>26 mil (0.7 mm)</td>
</tr>
<tr>
<td>Maintenance</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
</tr>
<tr>
<td>Pieces per Carton</td>
<td>14 pieces</td>
<td>14 pieces</td>
<td>14 pieces</td>
<td>14 pieces</td>
<td>14 pieces</td>
</tr>
<tr>
<td>Coverage per Carton</td>
<td>37.67 ft² (3.50 m²)</td>
<td>35.95 ft² (3.34 m²)</td>
<td>36.27 ft² (3.37 m²)</td>
<td>35.95 ft² (3.34 m²)</td>
<td>35.95 ft² (3.34 m²)</td>
</tr>
<tr>
<td>Weight per Carton</td>
<td>34.00 lbs (15.42 kg)</td>
<td>32.00 lbs (14.52 kg)</td>
<td>32.00 lbs (14.52 kg)</td>
<td>32.00 lbs (14.52 kg)</td>
<td>31.00 lbs (14.06 kg)</td>
</tr>
<tr>
<td>Classification</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
</tr>
<tr>
<td>Coefficient of Friction</td>
<td>ASTM D2047, 0.65 (Dry)</td>
<td>ASTM D2047, 0.65 (Dry)</td>
<td>ASTM D2047, 0.65 (Dry)</td>
<td>ASTM D2047, 0.65 (Dry)</td>
<td>ASTM D2047, 0.65 (Dry)</td>
</tr>
<tr>
<td>Dimensional Stability</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
</tr>
<tr>
<td>Fire Rating</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
</tr>
<tr>
<td>Indoor Air Quality</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Style Name</th>
<th>QUARRY</th>
<th>QUARRY</th>
<th>CORE CLICK</th>
<th>QUARRY CLICK</th>
</tr>
</thead>
<tbody>
<tr>
<td>Style Number</td>
<td>GGUAR18X18</td>
<td>GGUAR18X36</td>
<td>GCORCLK848</td>
<td>GGUACLK127</td>
</tr>
<tr>
<td>Tile Size</td>
<td>18 in (45.7 cm) (w) x 18 in (45.7 cm) (l)</td>
<td>18 in (45.7 cm) (w) x 36 in (91.4 cm) (l)</td>
<td>8 in (20.3 cm) (w) x 48 in (121.9 cm) (l)</td>
<td>14.17 in (36 cm) (w) x 27.4 in (70 cm) (l)</td>
</tr>
<tr>
<td>Gauge Total Thickness</td>
<td>0.1 in (2.5 mm)</td>
<td>0.1 in (2.5 mm)</td>
<td>0.24 in (6.0 mm)</td>
<td>0.24 in (6.0 mm)</td>
</tr>
<tr>
<td>Wear Layer Thickness</td>
<td>26 mil (0.7 mm)</td>
<td>26 mil (0.7 mm)</td>
<td>28 mil (0.7 mm)</td>
<td>28 mil (0.7 mm)</td>
</tr>
<tr>
<td>Maintenance</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
<td>Inherent No Wax Surface</td>
</tr>
<tr>
<td>Pieces per Carton</td>
<td>16 pieces</td>
<td>16 pieces</td>
<td>8 pieces</td>
<td>6 pieces</td>
</tr>
<tr>
<td>Coverage per Carton</td>
<td>35.95 ft² (3.34 m²)</td>
<td>35.95 ft² (3.34 m²)</td>
<td>16.30 ft² (1.51 m²)</td>
<td>16.32 ft² (1.52 m²)</td>
</tr>
<tr>
<td>Weight per Carton</td>
<td>31.00 lbs (14.06 kg)</td>
<td>32.00 lbs (14.52 kg)</td>
<td>33.00 lbs (14.97 kg)</td>
<td>33.00 lbs (14.97 kg)</td>
</tr>
<tr>
<td>Classification</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
<td>ASTM F1700, Class III Type B</td>
</tr>
<tr>
<td>Coefficient of Friction</td>
<td>ASTM D2047, 0.65 (Dry)</td>
<td>ASTM D2047, 0.65 (Dry)</td>
<td>ASTM D2047, 0.65 (Dry), 0.55 (Wet)</td>
<td>ASTM D2047, 0.65 (Dry), 0.55 (Wet)</td>
</tr>
<tr>
<td>Dimensional Stability</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
<td>ASTM F2199, &lt; 0.02 in (0.5 mm)</td>
<td>ASTM F2199, ≤ 0.008 in (0.2 mm)</td>
<td>ASTM F2199, ≤ 0.008 in (0.2 mm)</td>
</tr>
<tr>
<td>Fire Rating</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
<td>ASTME648, ≥ 0.45 W/cm², Class 1</td>
</tr>
<tr>
<td>Indoor Air Quality</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
<td>FloorScore™ Certified</td>
</tr>
</tbody>
</table>

Technical and test data as provided by Gerflor USA, Inc.

**Installation:** All Elements Collection products must be installed by flooring installers who are professionally trained and experienced in current techniques and industry accepted standards for professional installation of vinyl tile flooring. Please refer to the current issue of Bentley's Elements Collection LVT Square and Plank Installation Guidelines.

**Adhesives:** All Elements Collection products must be installed with adhesives purchased through Bentley, and matched to requirements of Gerflor for flooring material, site and project conditions. Please refer to the current issue of Bentley's Elements Collection LVT Square and Plank Installation Guidelines.

**Maintenance:** Please refer to the current issue of Bentley's Elements Collection LVT Square and Plank Maintenance Guidelines.

**Warranty:** Product warranted in accordance with the terms and conditions of Bentley's standard printed warranty in effect at time product is sold. All other warranties, including without limitation any implied warranties of merchantability or fitness for a particular purpose are hereby disclaimed. For complete warranty information, please refer to Bentley's Elements Collection LVT Limited Warranty. ©2017 Bentley Mills, Inc.